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FULL RETENTION SEPARATORS

Our full retention separators can be used in car parks,
roadways, fuel distribution depots, vehicle workshops and
forecourts.Full retention separators treat the full flow that
can be delivered by the drainage system. This is normally
equivalent to the flow generated by a rainfall intensity of
65mm/hr.

TECHNICAL INFORMATION

FULL RETENTION SEPARATORS TREAT THE FULL FLOW THAT CAN BE DELIVERED BY THE
DRAINAGE SYSTEM, WHICH IS NORMALLY EQUIVALENT TO THE FLOW GENERATED BY A
RAINFALL INTENSITY OF 65MM/HR. ON LARGE SITES, SOME SHORT TERM FLOODING MAY BE
AN ACCEPTABLE MEANS OF LIMITING THE FLOW RATE AND HENCE THE SIZE OF FULL
RETENTION SYSTEMS.
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NSFP0033 170 300 30 1700 1350 600 1410 1335 550 160

NSFP0066 335 600 60 1700 1350 600 1410 1335 550 160

NSFA01010 555 1000 100 2610 1225 600 1050 1000 500 200

NSFA01515 835 1500 150 3910 1225 600 1050 1000 1000 200

NSFA02020 1115 2000 200 3200 2010 600 1810 1760 1000 315

NSFA03030 1670 3000 300 3915 2010 600 1810 1760 1000 315

NSFA04040 2225 4000 400 4640 2010 600 1810 1760 1000 315

NSFA05050 2780 5000 500 5425 2010 600 1810 1760 1000 315
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NSFA06565 3160 6500 650 6850 2010 600 1810 1760 1000 315

NSFA08080 4445 8000 800 5744 2820 600 2500 2450 1000 315

NSFA100100 5560 10000 1000 6200 2820 600 2500 2450 1000 400

NSFA125125 6945 12500 1250 7365 2820 600 2500 2450 1000 450

NSFA150150 8335 15000 1500 8675 2820 600 2550 2450 1000 525

NSFA175175 9725 17500 1750 9975 2820 600 2550 2450 1000 525

NSFA200200 11110 20000 2000 11,280 2820 600 2550 2450 1000 600

OVERVIEW

FEATURES AND BENEFITS

Designed for easy installation, saving you time and money

Certified to EN858 - 1 and PPG3 for complete peace of mind

Oil alarm probe tube available (required by EN858-1 and PPG3).

Fitted inlet/outlet connections

Vent points within necks

Maintenance from ground level

GRP - PE Model construction - high strength and durability

CE-marked


